EXISTING TRAFFIC SIGNAL AND REMOVAL LEGEND
EXISTING XISTINI
THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE CONTROLLER CABINET > JUNCTION BOX
DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR EXPENSE. THE RAILROAD CONTROL CABINET >3
SALVAGE VALUE OF THE REMOVED EQUIPMENT SHALL BE REFLECTED IN THE SERVICE INSTALLATION, (P) POLE OR f  HANDHOLE
CONTRACT BID PRICE. (G) GROUND MOWNT HEAVY DUTY HANDHOLE [H]
TELEPHONE CONNECTION m DOUBLE HANDHOLE
6 EACH SIGNAL HEAD, 3-SECTION BKT. MNTD.
SIGNAL HEAD -~ G.S. CONDUIT IN TRENCH OR PUSHED ==—=—=
2 EACH SIGNAL HEAD, 3-SECTION M.A.. MNTD.
2 EACH SIGNAL HEAD, 5-SECTION BKT. MNTD SIGNAL HEAD WITH BACKPLATE #o= © COMMON TRENCH
2 EACH SIGNAL HEAD, 5-SECTION M.A.. MNTD. SIGNAL HEAD OPTICALLY PROGRAMMED = UNIT DUCT
8 EACH PEDESTRIAN SIGNAL HEAD, 1-FACE SIGNAL HEAD PEDESTRIAN with COUNTDOWN TIMER] PEDESTRIAN PUSHBUTTON DETECTOR
8 EACH PEDESTRIAN PUSHBUTTON ILLUMINATED SIGN @  DETECTOR LOOP, TYPE | £
4 EACH TRAFFIC SIGNAL BACKPLATE “NO LEFT TURN" \J o
1 EACH CONTROLLER AND TYPE IV CABINET ILLUMINATED SIGN PREFORMED DETECTOR LOOP D
NO RIGHT TURN ' MICROWAVE VEHICLE SENSOR ®h
SIGNAL POST o
VIDEG DETECTOR [¥n
WOO0D POLE ®
(40’-E-3" STEEL MAST ARM ASSEMBLEY AND POLE CLOSED CIRCUT TV Cn
(4'-E-2") ) \ P \\ ALUMINUM MAST ARM ASSEMBLY AND POLE = Q—=—==— EMERGENCY VEHICLE SYSTEM DETECTOR o
- \\ \ ‘ \ ; o STEEL COMBINATION MAST ARM CONFIRMATION BEACON o4
(24-E-2/5" \ ‘ \ (52X ASSEMBLEY AND POLE WITH LUMINAIRE o UNINTERRUPTABLE POWER SUPPLY
\ / \ p o
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(15:_E_2u)__/ -\\ ©) (59’-E-2'1 EX. R.OW
(4"E"2“) j \ (ZBI“E'ZVZI')
(21'-E-2") (7'-E-2"1
(272'-E-2'") (35-E-3") ~ CONSTRUCTION NOTES:
\'% REMOVE ALL EXISTING TRAFFIC SIGNAL AND
. (D PEDESTRIAN SIGNAL HEAD(S) AND INSTALL NEW L.E.D. HEADS.
\ \\7\; (105'-E-11/,") (@ FEPLACE AL EXISTING PEDESTRIAN PUSH-BUTTON WITH
)\ NEW L.E.D. PUSH-BUTTCNS TYPE IV CABINET (SPECIAL)
\ \\ e (@ REMOVE EXISTING CONTROLLER AND CABINET, REPLACE WITH NEW
v\ (5"-E-1/2" CONTROLLER WITH UPS, REUSE EXISTING FOUNDATIONS. RELOCATION
BESTQRATION OF WORK_AREA, RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIOENTAL TO NN OF EXISTING EVP PHASING UNIT SHALL BE INCLUDED IN THE UNIT
THE RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND NO \ N COST OF NEW CONTROLLER AND CABINET PAY ITEM.
EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH AS SHOULDERS, MEDIAN, N T _—
SIDEWALKS, PAVEMENT, ETC. SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED LAWNS SHALL BE WS
REPLACED WITH AN APPROVED SOD, AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEOED IN ST
ACCORDANCE WITH STANDARD SPECIFICATIONS 252 AND 250 RESPECTIVELY.
NOTEs
THE TRAFFIC SIGNAL CONTROL EQUIPMENT
FOR THIS PROJECT SHALL BE “ECONOLITE’
\ TO MATCH THE ADJACENT SYSTEM,
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